
 Specifications

Dimensions

Model

Hopper Capacity

Weight

Power Supply

Power Demand

Control Panel

100～1000

1.0～3.0

1000

   Single Phase AC100（100V 50/60Hz）

300

5

FB-1000

(g/hr)

（％）

（cc）

（VA）

（kg）

Touch-panel display

Feeding Accuracy

Feeding Range

* Chart 1 shows the measurement result of ultrafine powder, Kanto loam (JIS 11 types) and Fly ash (JIS 10 types). 
 It achieved measurement with absolute accuracy.

No

1

2

3

4

1

2

3

4

　 （Ave）g/h

120.8

229.3

561.1

1001.3

91.8

171.4

318.2

809.4

0.0356

0.0499

0.0922

0.4594

0.0454

0.0494

0.0722

0.2870

2.10

1.31

1.06

2.75

2.97

1.73

1.36

2.13

Materials Coefficient of Variation
Feeding Capacity

JIS 11 Types 

Kanto Loam as 

Standard Material

JIS 10 Types 

Fly Ash as 
Standard Material

Std_dev σ 

(Feeding Volume/min)

30
1.
5

(7
0)

22
9.
2

210

256

Application
 Food processing / Automotive / Machinery / Chemical/Mining / 
Recycle / Precision / Battery etc.

Case example


